IONPORT.INI

Introduction

IonPort.ini is an optional text file used to configure EdgePort variables before installation. It must be placed in
the Windows System32 folder. IONPORT.INI settings are ignored after an EdgePort is installed. Use the
EdgePort Configuration Utility to change settings after EdgePort has been installed.

IONPORT.INI consists of sections. In each section various configuration parameters may be set. A section
begins with a section header and extends to the next section header or the end of the file.

This is the format of a section header:
[sectionname]

This is the format of a configuration parameter:
Parameter = value

where Parameter is a name that pertains to a specific section. Value can be a string or a decimal number. Each
parameter must be defined on a separate line.

Comments are also allowed. The first non-space character of a comment line must be a semicolon (*;”).



There are two section types: a “General” section and one or more serial port sections. These two types of
sections are defined below.

General Section

The first section “General” defines parameters that apply to all EdgePorts.
The following is a list of parameters that can be set in this section:

The value for the following parameter is:
0 = Disable
1 = Enable

ComMappingBasedOnUsbPort =0 The COM port configuration follow the device based on its
serial number. No matter which USB port the device is
connected it will retain the same configuration.

=1 The COM port configuration will be based on the physical
USB port where the device is connected. Any device
connected to that physical USB port will get the
configuration.

ComMappingSingleDevice =1 Any device will get the same COM port configuration no
matter which physical USB port it is connected.

MSHighSpeedHubFix =1 (XP/2k only) This is the default setting if the parameter is not

supplied. The Microsoft workaround is enabled.
=0 Disable the Microsoft high speed hub fix.

This section is optional.
Example to enable Communication port mapping based on USB physical port:

[General]
ComMappingBasedOnUsbPort = 1



Serial Port Section

The serial port section defines parameters that apply to a specific EdgePort serial port. The format of the serial
port section is:

[ InstancelD:x]
or
[default]

where InstancelD represents the Edgeport identifier and x is the serial port number starting with the number 1.

There are three different ways to identify an Edgeport:
1. Using the serial number found on the label on bottom of the unit or on the information page of the
Edgeport utility — Serial Number field. For example [V22541667:1] (omit leading S)

2. Using the USB path (“ComMappingBasedOnUsbPort” is enabled) found on the information page of the
Edgeport utility — Identifier field, For example [Port-11:1]

3. Using the Vendor ID and Product ID found on the information page of the Edgeport utility — Vendor ID
and Product ID fields. For example [1608-0205:1]

The variables defined in the optional [default] section apply to any serial port without a matching specific
section.

Note: Do not use the “PortName” parameter in [default] or [Vendor-Product] sections.

IONPORT.INI errors
The EdgePort coinstaller ignores ionport.ini if there are any errors and will log a message to ionport.log which
will be located in the system32 subdirectory.



Serial Port Section Parameters

A table that describes the serial port parameters is shown below. These parameters are all optional. Users will
typically only define “PortName” or “IndustrialSettings”

Serial Port Parameters

Serial Port Type Description Example

Variable

PortName String PortName defines the serial | PortName = COM4
port name in COMx
format.

LowLatency Flag Rarely used. Contact tech | LowLatency =0
support for details.

RemapBaud Flag Rarely used. Contact tech | RemapBaud = 1
support for details.

IgnoreFlush Flag Rarely used. Contact tech IgnoreFlush = 1
support for details.

FastWrites Flag Rarely used. Contact tech | FastWrites =0
support for details.

FastReads Flag Rarely used. Contact tech | FastReads = 1
support for details.

IgnoreTxPurge Flag Rarely used. Contact tech IgnoreTxPurge = 1
support for details.

DelayConfig Flag Rarely used. Contact tech | DelayConfig =0
support for details.

IndustrialSettings | Number | Used for “S” type units See table below

Industrial Setting

Value RS Termination Duplex Echo Type Unit
0 232
1 422 Off
2 422 On
3 485 Half On End
4 485 Half Off End
5 485 Half On Middle
6 485 Half Off Middle
7 485 Full Master End
8 485 Full Slave End
9 485 Full Master | Middle
10 485 Full Slave Middle




IONPORYT.ini examples

Example 1: Configuring an EP/416 with specific Com Port assignments and Port flags with the enumeration based on
the Serial Number of the EP/416.

Note: Prior to being used, the IONPORT.ini file will be checked for syntax errors.

The results of the parsing will be saved in the C:\Windows\System32\IONPORT .log file.
If syntax errors are present, the IONPORT.ini settings will not be used.

-+ Edgeport Properties E

General ]"v"ersicun] .ﬁ.dvanced]

3 E doeport/41E [SYE] 485
Fort1 [COREA] :
Part2 [COME] Configure

Port3 [COMT]
Fortd [CORE]
Ports [COM4] Test Ports

Porte [COR10] -
Port? [COM11]

ny
ﬁ:
ny
o
% Portd [COM12]
=
=
=
-

— Information

Part Flags

Partd [COM13]
Part10 [COM14] BRI
Port11 [COR15] Befrezh
Part12 [COM1E] —
Part13 [COM17] |

-~ Edgeport Properties E

General] Yergion Advanced l

will remove the Edgeport device drivers

BRMING: Preszing the Uninstall button
frarm pavr systeml

[ Enable Event Logging

COM Port Azzignment

* Bazed on converter zenal number. [Default]
" Bazed on physical USE port.
I

'ou muzt reboot before theze settings Tell Me Mare
can take effect.
k.




Port Flag Configuration E

Thiz dialog provides an interface for configunng performance options and special functionalty on a per-port basis.
These featurez zhould only be uzed by advanced uzers and then only if inztucted bo do 2o by technical support.,

Cancel |

~ Edgepart/416 [361485312]

Low  Remap lgnore Fast Fast  lgnore  Timer Drelay [dustrial

Latency  Baud Fluzh  ‘wites Read: TxPurge Looc Canfig Settings
CoMs: W r r r r r r r [Fis2sz |
CoMe: [ v r r r r r r RS5232 =l
comr: [ r v r r r r r RS232 =]
coMe: I r r v r r r r R5232 =]
coMs: [ r r r 3 r r r R5232 =l
coMio: T r r r r v r r RS5232 =l

COM11: T r r r r r r 3 R5232 =

comiz. ¥ v 3 v v 2 r v R32az z
comiz r r r r r r r R5zaz =]
coM14: [ r r r r r r r RS232 =]
com1s: T r r r r r r r R5232 =]
CoMie [ r r r r r r r R5232 =l
CoMi7. T r r r r r r r RS5232 =l
CoM1g [ r r r r r r r RS232 |
coMis: T r r r r r r r R5232 =
comzo r r r r r r r R5zaz =




L. Device Manager

File  Action Wiew Help

I ICIEIEY X

== DELL-2200

+ & Camputer

+| g Disk drives

@ Display adapters

L, DVDJCD-ROM drives
=) Floppy disk contrallers
‘ﬂ Floppy disk drives

-

[+ IDE ATAJATAPT controllers
=% TonMultiPortSerial
I o Edgeport 416

<z Kevboards
¢ Mice and other poinking devices
g Manitars
B8 Mebwork adapters
9 Ports (COM & LPT)
¥ Processors
‘Ba; Sound, video and game controllers

Y System devices
- Universal Serial Bus contraollers

[+

Edgeport/416 Properties

Generall Driver [Details |

@‘ Edgeport/416

|nztance |d

LSEWID_1E085PID_001 246148531 2-0

o |

Cancel




IONPORT.ini file used to configure the above:

[General]
ComMappingBasedOnUSBPort =0

; This section defines configuration for an EP/416 using the two internal 930 processors
; with the format of: [InstancelD#:Port#]

[V61485312-0:1]
PortName =COM5
LowLatency =1

[V61485312-0:2]
PortName =COM®6
RemapBaud =1

[V61485312-0:3]
PortName =COM7
IgnoreFlush =1

[V61485312-0:4]
PortName =COM8
FastWrites =1

[V61485312-0:5]
PortName =COM9
FastReads =1

[V61485312-0:6]
PortName =COM10
IgnoreTxPurge =1

[V61485312-0:7]
PortName =COM11
DelayConfig =1

[V61485312-0:8]
PortName =COM12
LowLatency =1
RemapBaud =1
IgnoreFlush =1
FastWrites =1
FastReads =1
IgnoreTxPurge =1
DelayConfig =1

[V61485312-1:1]
PortName =COM13

[V61485312-1:2]
PortName =COM14

[V61485312-1:3]
PortName =COM15

[V61485312-1:4]
PortName =COM16

[V61485312-1:5]
PortName =COM17

[V61485312-1:6]
PortName =COM18

[V61485312-1:7]
PortName =COM19

[V61485312-1:8]
PortName =COM20



Example 2: Configuring an EP/416 with specific Com Port assignments and Port flags with the enumeration based on
the physical USB port. This configuration allows the EP/416 to be replaced with another EP/416 on the same USB port,
and the replacement EP/416 will assume the same Com Ports assignments and Port configurations settings as the initial
EP/416.

-~ Edgeport Properties E

General l "Yersion ] &dvanced ]

= 5%’ Edgeport/416 [Port-2111] - |rfarmation

;;f Port! [COM10] | ————
Port2 [COM11] Canfigure
Paort3 [COM12) P
Paortd [COM13) B i
PortS [COM14] Test Partz
Paortk [COM1E] - |
Port? [COMIE]
Port3 [COM17]
Port3 [COMIE]
Port10 [COR13]
Paort11 [COR20] Fiefrash
Port1 2 [COM21] —_—
Port1 3 [COM22] ﬂ

WieldWelaelaelalalaa

]
-~ Edgeport Properties E

General] Werzsion  Advanced l

will rernove the Edgeport device divers e

ARMIMG: Preszing the Uninztall buttan unlnstall """
from your systeml

[ Enable Event Logging

COM Part Azzignment

" Based on converter senal nurmber. [Default]
* Basedon physical USE port.
| Single device only

ou muzt reboot before these settings Tell Me Mare
can take effect.
_ox |




Port Flag Configuration E

Thiz dialog provides an interface for confiquring perfarmance ophions and special functionality on a per-port basiz.
Thesze featurez thould only be used by advanced uzers and then only if instructed to do go by technical support.

Edoeport/416 [Fort-21.24]

Cancel

Loy Remap  Ignore F azt Fazt  lgnore DE'?&'
Latency  Baud Flush ~ “frtes Reads TxPurge Config
comio: T B [ v [ I B I_ | J
comit; T B [ v [ B B I_ | J
comiz T B [ v [ B B I_ | J
comiz T B [ v [ B B I_ | J
COM14: [ [ [ v [ B B [ | J
COM1E: [ [ [ v [ B B [ | J
COM1E: [ [ [ v [ B B [ | J
comiz T B [ v [ I B I_ | J
comis T B [ v [ I B I_ | J
comis: T B [ v [ B B I_ | J
comzo: T B [ v [ B B I_ | J
comz1; T B [ v [ B B I_ | J
COMzz [ [ [ v [ B B [ | J
COMzs: [ [ [ v [ B B [ | J
COM24: [ [ [ v [ B B [ | J
comze T B [ v [ I B I_ | J
Note: The USB Port in this example for the EP/416 is 2111.
B AnywhereUSB View !EE
File Options Help
= by Computer = Device Deszcriptor: =
#-+ |ntellF) 82801DE/DBM LUSE Universal Host Cantraller - 24C2 bedUsB: _ 0x0110
= +% Intel[R) B2801DB/DEM USE Universal Host Cortroller - 24C4 ﬁgz&g:giigiss_ gigg
=-#% RootHub bleviceProtocol : 0=FF
=4 [Port1] DeviceConnected : Generic USE Hub biazPacketSizel: 0=08 (8)
=8 [Portl] DeviceConrnected : Generic USE Hub }ggengur: SH%SEE
5 *art :F:'-. onhected : dgepo h"' F; 1 ro 'Lll:t : =
ol ol | Devicctonnecieds Edgzpal 41 hodDevice: 0x=0001
#5 [Port?] DeviceConnected : Edgepart/d416 e et e © O=01
28 [Port3] DeviceConnected : Edgeport/d416 iProduct : O=02
#55 [Portd] DeviceConnected : Edgeport/416 iSeriallumber: 0x03
= M8 [Part?] DeviceConnected : Generic USE Hub bHumConf igurations: 0=01
w5 [Port1] DeviceLonnected : Edgeport/416 ConnectionStatus: DeviceConnected o
#5% [PortZ] DeviceConnected : Edgeport/416 Current Config Value: 0xz01
#55 [Port3] DeviceConnected : Edgeport/416 Device Bus Speed: Full
# [Portd] DeviceConnected : Edgepart/d416 DEVlCE_Add?ES? 0=04
=2 [Port3] NoDeviceConnected Open Fipes: E
+=+ [Paortd] Mol eviceConnected Endpoint Descriptor:
=+ [Parts] HaleviceConnected bEndpointAddress: 0=z81
+= [PortE] MoDeviceConnected Transfer Type: Bulk
=2 [Port2] MoDeviceConnected E?i?giﬁg??sme : ngggg (64)
#--#52 IntellR) 8280108 /DBM USE Universal Host Contraller - 24C7 '
#-e5 Intel(R] 8280108 /DEM USE 2.0 Enhanced Host Contidller - 24C0 ° |Endpoint Descriptor: -
#--#5 Sumbios Logic SYME1C102 USE Host Contraller j J

Devices Connected: 11 Hubs Connected: 3




The IONPORT.ini for Example 2 is as follows:

[General]
ComMappingBasedOnUSBPort =1

This section defines configuration for an EP/416 using the internal Ti UMP's
; with the format of: [PORT-USBPort#UMP#:UMPPort#]

The USB Port numbers for the EP/416 in this example are 211 and 212
; The UMP numbers range from 1 to 4
; The UMP Port numbers range from 1 to 2

[PORT-2111:1]
PortName =COM10
FastWrites =1

[PORT-2111:2]
PortName =COM11
FastWrites =1

[PORT-2112:1]
PortName =COM12
FastWrites =1

[PORT-2112:2]
PortName =COM13
FastWrites =1

[PORT-2113:1]
PortName =COM14
FastWrites =1

[PORT-2113:2]
PortName =COM15
FastWrites =1

[PORT-2114:1]
PortName =COM16
FastWrites =1

[PORT-2114:2]
PortName =COM17
FastWrites =1

[PORT-2121:1]
PortName =COM18
FastWrites =1

[PORT-2121:2]
PortName =COM19
FastWrites =1

[PORT-2122:1]
PortName =COM20
FastWrites =1

[PORT-2122:2]
PortName =COM21
FastWrites =1

[PORT-2123:1]
PortName =COM22
FastWrites =1

[PORT-2123:2]
PortName =COM23
FastWrites =1

[PORT-2124:1]
PortName =COM24
FastWrites =1

[PORT-2124:2]
PortName =COM25
FastWrites =1



Example 3: Configuring an EP/4s with specific Com Port assignments and Port flags
with the enumeration based on the serial number of the EP/4s.

-~ Edgeport Properties |

General I Wersion I Advanced I

= #g Edgeport/ds [SV50348438] Infarmation
o Part] [COM3] —
Y Pani2 [COM4] _ Lonfigue |
o Port3 [COME]
o 5 Port4 [COME]
Test Partz
Update

Bower kgt
Fuart Status
Befrezh

OF. |

-+ Edgeport Properties |

Generall Yersion Advanced |

will remove the Edaepart device drivers

BRMIMG: Preszsing the Uninstall button
from povr zyzteml

[ Enable Event Logging

— COM Part Azzignment

' Based on converter serial number. [Default]
" Based on physical USE port.
I Single device anly

'ou muzt reboot before these settings Tell Me Mare |
can take effect.
Ok |




Port Flag Configuration E

Thiz dialog provides an interface for configuring performance optionz and zpecial functionality on a per-port baziz.
These features should only be used by advanced uzers and then only if instructed to do go by technical support.

Cancel

Edgeport/4s [5%50345433]

Lo Remap  lgnore Fast Fast |gnare Delay |ridustrial

Latency  Baud Fluzh ~ wiites  Feads TxPurge Canfig 5 ettings
comz I N [ [ [ N [ [ |F|5422: Terminating B esiztar ﬂ
coM4: I r r r r r r r Ri5485: Half Duplex, End Unit, NoEcha = |
coms: [ r r r r r r r \RS485; Full Duplex, End Unit, Master |
COME: [ r r r r r r N RiS485: Half Duplex, Middle Unit, Mo Echa v |

The IONPORT.ini for Example 3 is as follows:

[General]
ComMappingBasedOnUSBPort =0

This section defines configuration for an EP/4S using the internal Ti UMP's
; with the format of: [Serial#:Port#]

[V50948438:1]
PortName =COM3
IndustrialSettings =2

[V50948438:2]
PortName =COM4
IndustrialSettings =4

[V50948438:3]
PortName =COM5
IndustrialSettings =7

[V50948438:4]
PortName =COM®6
IndustrialSettings =6




Example 4: Configuring an EP/8 with specific Com Port assignments and Port flags
with the enumeration based on the USB Port.

-+ Edgeport Properties |

General | W erzion I Advanced I

% E dgeport/S [Port-21] Information

..... Part1 [COME] .

..... (,bi Part2 [COME] w

..... g Port3 [COMT] Port Flags

..... Y Portd [COME] —_—

..... g Portd [COM3] M

..... (y‘ Porté [COM10] Update

..... (,bi Part? [COR11]

..... A Pond [COM12] Eower kgt
Part Status
BRefrezh

-+ Edgeport Properties |

Generall Yersion Advanced |

IW.-'l‘-.FiNINE: Freszing the Uninztall button
f

will remove the Edaepart device drivers
T yoLr systeml

[ Enable Event Logging

— COM Part Azzignment

" Based on corverter serial number. [Default]
* Based on physical USE port.
[ Single device anly

'ou muzt reboot before these settings Tell Me Mare |
can take effect.
Ok |




Port Flag Configuration E

Thiz dialog provides an interface for configuring performance optionz and zpecial functionality on a per-port baziz.
These features should only be used by advanced uzers and then only if instructed to do go by technical support.

Cancel

Edgeport/8 [Fort-21]

Lo Remap  lgnore Fast Fast |gnare Delay

Latercy  Baud  Flush  ‘Wiites Feads TxPuige Canfig
coms [ N n B r - - v | J
ComMe: [ [ [ n [ [ B Iv | J
comz: [ n [ n B |— B ™ | J
comg: [ n [ n B |— B ™ | J
CowM3 T I [ I F r r v | J
Comio [ [ [ n n I B ~d | J
COm11: [ [ [ n n I B ~d | J
comiz [ I_ l‘ r r I_ r v | =]

B AnywherelJSB View -0l x

File ©Cptions Help

= by Computer Device Descriptor: 1=
= e Intel(R) 828010E/DBM USE Universal Host Controller - 24C2 bedlSE: Oz0100
= +% RootHub bleviceClass: 0=FF
) ElDeviceSublClass: 0=00
++ [Port1] MoDeviceConnected Slieseelrotaeal ° 0=FF
+Z+ [Port2] HoDeviceConnected EHazPacketSizel: 0=z08 (&)
=-#5 |ntel[F] 82801 DE/DEM USE Universal Host Controller - 2404 1dVendor: O=zl603
- 1dFProduct : =
#% FootHub dProd N=z000F
e — - boedDevice: Ox0100
== [Port]] DeviceConnected : Edgeport/3 T S s - O=01
+z+ [Port?] MoDeviceConnected iProduct : =02
w5 ntellR] 8280M0B/DBM USE Universal Host Controller - 24C7 iSeriallumber: 0=05
4+ Intel[R] 82801DB/DBM USE 2.0 Enhanced Host Contraller - 240D bHumConfigurations:  0Ox01
* %?Sym@mLﬂchYMEHﬁDEUSBHDﬂEDMmhr ConnectionStatus: DeviceConnected
#-+22 OPTi 820861 PCl to USE Open Host Controller Current Config Value: 0z01
Dewvice Bus Speed: Full P
Device Address: N=z01
COpen Pipes: 3
Endpoint Descriptor:
bEndpointAddress: 0=d1l
Tran=fer Type: Bull:
wHaxFPaclketSize: 0=0040 (64}

bInterwval: O=00 _Iﬂ

Devices Connected: 1 Hubz Connected: O




The IONPORT.ini for Example 4 is as follows:

[General]
ComMappingBasedOnUSBPort =1

; This section defines configuration for an EP/8 using the internal 930 processor
; with the format of: [InstancelD:Port#]

[PORT-21:1]
DelayConfig =1
PortName =Com5
[PORT-21:2]
DelayConfig =1
PortName =Com6
[PORT-21:3]
DelayConfig =1
PortName =Com7
[PORT-21:4]
DelayConfig =1
PortName =Com8
[PORT-21:5]
DelayConfig =1
PortName =Com9
[PORT-21:6]
DelayConfig =1
PortName =Com10
[PORT-21:7]
DelayConfig =1
PortName =Com11
[PORT-21:8]
DelayConfig =1
PortName =Com12



Example 5: Configuring an EP/8 with specific Com Port assignments and Port flags
with the enumeration based on Serial Number.

-~ Edgeport Properties |

General I Yersion I Advanced I

|nfarmatian
----- # Port] [COM4] :
,,,,, 7 Portz [COMS] _Lonfigure |
..... r;,i Port3 [COME] Fort Flags
----- g Partd [COMY] -
..... g Port5 [COM20] Test Ports
----- g PoartG [COMZ1] Update
..... o Part? [COM22] ——
..... r;," Port3 [COM23] Power Mot
Faort Status
Befrezh

-~ Edgeport Properties |

Generall Yerzion Advanced |

will remove the Edgeport device diivers
rom pour systemnl

IW.-'-‘-.HNING: Prezsing the Urninztall buttan
f

[~ Enable Event Logging

— COM Port Azsignment

% Bazed on converter zerial number. [Default]
" Based on physical USE port.
[T Single device only

Y'ou muzt reboot befare theze settings Tell Me Mare.

can take effect.
] |




Port Flag Configuration E

Thiz dialog provides an interface for configuring performance options and special functionality on a per-port basis.
Thesze featurez zhould only be uzed by advanced ugerz and then only if ingtructed to do 2o by technical zupport.

Cancel |

— Edgeport/3 [5Y32628724]

Low Remap  lgnaore Fast Fast [grore Timner DEH}' |rdustrial

Latency  Baud Flush ~ ‘wiites  Reads TwPurge Looc Config Settings
Comd: [ r r r r r r W [Rs2az =]
coms: [ r r r r r r v R5232 =l
Come: [ r r r r r r v R5232 =l
coMz: T r r r r r r v R5232 =l
coMzo: [ r r v v r r r RS232 =l
coMzi: I r r I I r r r RS232 =]
coMzz. ™ r r 3 3 r r r RS232 =]
comzz T r r v v r r r R5232 |

L. Device Manager !EE

File  Action  Miew Help

«o B ES R AxEa

=2\ DELL-2200
g Computer
*w-l Disk, drives
§ Display adapters
L DVDJCD-ROM drives
@ Floppy disk controllers
‘ﬂ Floppy disk drives
= IDE ATA[ATAPL controllers
EI@ IonMultiPortSerial
@» Edgeport)'a
'--'W' kevboards
---"‘ Mice and other painking devices
g Monitars

‘ Metwork adapters

#- 9 Ports (COM & LPT)

ﬂ. Processars

'ﬂ5 Sound, video and game controllers

- i System devices
[+ Universal Serial Bus controllers




Edgeport/8 Properties

Generall Driver [Details |

@‘ Edgeport./a

LSBWID_1E085PID_000FY 32628724-0

Cancel

o |

The IONPORT.ini for Example 5 is as follows:

[General]

ComMappingBasedOnUSBPort =0

; This section defines configuration for an EP/8 using the internal 930 processor

; with the format of: [InstancelD#:Port#]

[V32628724-0:1]
DelayConfig =1
PortName =Com4
[V32628724-0:2]
DelayConfig =1
PortName =Com5
[V32628724-0:3]
DelayConfig =1
PortName =Com6
[V32628724-0:4]
DelayConfig =1
PortName =Com7
[V32628724-0:5]
FastWrites =1
FastReads =1
PortName =Com20
[V32628724-0:6]
FastWrites =1
FastReads =1
PortName =Com21
[V32628724-0:7]
FastWrites =1
FastReads =1
PortName =Com22
[V32628724-0:8]
FastWrites =1
FastReads =1
PortName =Com23



Example 6: Configuring an EP/8 with specific Com Port assignments and with the enumeration based on a Single
Edgeport Device only.

The Single Device only configuration allows the EP/8 to be moved to any USB Port on the system, and it will retain its
configuration. This configuration also supports replacing this EP/8 (with another EP/8 of like processor) and the new EP/8

will retain the configuration settings of the first EP/8.

-+ Edgeport Properties E

General ]"v"ersicun] .ﬁ.dvanced]

M dgeport/2 [EF_SINGLE-O] nformation
Part [COME]
& Pont2 [COME] Configure
' Part3 [COM7] Port Flags | Flags
5 Portd [COME] e
' Ports [COM3] Test Ports
5 Ports [COM10] —
5 Port? [COM11]
5 Portd [COM12)
Befrezh

-~ Edgeport Properties E

General] Yergion Advanced l

will remove the Edgeport device diivers

ARMING: Preszing the Uninstall buttan
from your systeml |Lln|nsta|| Edge

| Enable Event Logging

COM Port Aszignment
" Based on converter senal nurber. [Default]
* Based on physical USE part.

[v Single device anly

ou muzt reboot before these settings Tell Me Mare
can take effect.
x|

The IONPORT.ini for Example 6 is as follows:

[General]
ComMappingSingleDevice =1
; Set the Serial Ports to Com5 -> Com12



; Using an EP/8 with the internal 930 processor

[EP_SINGLE-0:1]
PortName =Com5
[EP_SINGLE-0:2]
PortName =Com6
[EP_SINGLE-0:3]
PortName =Com7
[EP_SINGLE-0:4]
PortName =Com8
[EP_SINGLE-0:5]
PortName =Com9
[EP_SINGLE-0:6]
PortName =Com10
[EP_SINGLE-0:7]
PortName =Com11
[EP_SINGLE-0:8]
PortName =Com12



Example 6a: This configuration is similar to Example 6, but in this example the ionport.ini file is built to support an
EP/8 using the internal Ti UMP instead of the internal 930 processor.

-~ Edgeport Properties E

General l "Yersion ] &dvanced ]

% E doepart/2 [EP_SINGLE-O] Infarmation
Part] [COME] P
" Pon2 [COME] _ Lonfigure |
o Part3[COM7] Part Flags
& Partd [COME] —
¥ Pons5 [COMA] Lest Parts
& Partt [COM10]
F Pot? [COM11]
& Partd [COM12]
Befresh

-+ Edgeport Properties E

General] Yersion Advanced l

will remove the Edaepart device drivers
T yoLr systeml |Uninstal| Edge

FV.-‘E-.FENINE: Freszing the Uninztall button
f

[ Enable Event Logging

COM Part Azzignment

" Based on converter senal nurmber. [Default]
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'ou muzt reboot before these settings Tell Me Mare
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The IONPORT.ini for Example 6a is as follows:

[General]

ComMappingSingleDevice =1

; Set the Serial Ports to Com5 -> Com12
; Using an EP/8 with the internal UMP

[EP_SINGLE-0:1]
PortName =Com5
[EP_SINGLE-0:2]



PortName =Com6
[EP_SINGLE-1:1]
PortName =Com7
[EP_SINGLE-1:2]
PortName =Com8
[EP_SINGLE-2:1]
PortName =Com9
[EP_SINGLE-2:2]
PortName =Com10
[EP_SINGLE-3:1]
PortName =Com11
[EP_SINGLE-3:2]
PortName =Com12
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