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These release notes include important information about D-Link LAN adapter driver revisions. 
Please verify that these release notes are correct for your adapter: 

- Please refer to Revision History and System Requirement for detailed driver and hardware 
matrix. 

- If you are installing a new LAN adapter, please check the hardware version on the device 
label; make sure that your adapter meets the system requirement of this driver version.  

- Please install the drivers before inserting LAN adapter into the computer’s PCI/PCIe slot. 

For more detailed information regarding our LAN adapter products, please refer to Related 
Documentation. 

You can also download the LAN adapter drivers from http://tsd.dlink.com.tw. 
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Revision History and System Requirement: 

Driver Version Date Model Hardware Version 

V11.10 02-Jan-2013 DGE-530T D1/D2 

V11.02 14-Dec-2011 DGE-530T D1/D2 

V11.01 15-Jun-2011 DGE-530T D1 (Russia only) 

V10.00 12-Aug-2010 DGE-530T C1 (North America only) 

V9.00 02-Mar-2010 DGE-530T B2/B1/A1 

V8.00 21-Oct-2009 DGE-530T B2/B1/A1 

V7.00 30-May-2007 DGE-530T B2/B1/A1 

V6.00 30-May-2007 DGE-530T B2/B1/A1 

V5.00 07-Nov-2005 DGE-530T B2/B1/A1 

 

New Features: 

Driver 
Version 

New Features 

V11.10 

Add driver support for Windows 8: 
Microsoft Windows 8 x32/64 bits: v8.4.907.2012 
 
Below drivers remain unchanged: 
Microsoft Windows 7 x32/64 bits: v7.47.706.2011 
Microsoft Windows Vista x32/64 bits: v6.250.630.2011 
Microsoft Windows XP x32/64 bits: v5.783.325.2011 
Microsoft Windows 2000: v5.783.325.2011 
Diagnostic utility for Windows: v2.0 
Linux for Kernel 2.4.x/2.6.x: v8.024.00 
Free BSD 7.x/8.x: v1.80 
NDIS 2 for DOS: v1.36 
Novell client for DOS: v1.39 
Novell client for server 5.x/6.x: v1.16 
Mac OS 10.4/10.5/10.6 for Intel-based computer: v2.0.6 
Mac OS 10.4/10.5/10.6 for PowerPC Mac computer: v2.0.6 
 
 

V11.02 

Support the following Operating Systems: 
Microsoft Windows 7 x32/64 bits: v7.47.706.2011 
Microsoft Windows Vista x32/64 bits: v6.250.630.2011 
Microsoft Windows XP x32/64 bits: v5.783.325.2011 
Microsoft Windows 2000: v5.783.325.2011 
Diagnostic utility for Windows: v2.0 
Linux for Kernel 2.4.x/2.6.x: v8.024.00 
Free BSD 7.x/8.x: v1.80 
NDIS 2 for DOS: v1.36 
Novell client for DOS: v1.39 
Novell client for server 5.x/6.x: v1.16 
Mac OS 10.4/10.5/10.6 for Intel-based computer: v2.0.6 
Mac OS 10.4/10.5/10.6 for PowerPC Mac computer: v2.0.6 
 



DGE-530T Driver Release Notes 

3 

 

V11.01 

(Russia 
only) 

Support the following Operating Systems: 
Microsoft Windows 7 x32/64 bits: v7.44.401.2011 
Microsoft Windows Vista x32/64 bits: v6.248.421.2011 
Microsoft Windows XP x32/64 bits: v5.783.325.2011 
Microsoft Windows 2000: v5.783.325.2011 
 

V10.00 

(North 
America 
only) 

1. Support the following Operating Systems: 

NetWare: V1.11 
ODI.DOS: V1.12 
Microsoft Windows XP x64: V5.719.325.2009 
Microsoft Windows 2k(XP32): V5.719.325.2009 
Microsoft Windows 2003: V5.719.325.2009 
Microsoft Vista x32: v 6.235.304.2010 
Microsoft Vista x64: v 6.235.304.2010 
Microsoft Windows 2008 x32: V6.235.304.2010 
Microsoft Windows 2008 x64: V6.235.304.2010 
Microsoft Windows 7 x32: V7.17.304.2010 
Microsoft Windows 7 x64: V7.17.304.2010 
NDIS2: V1.13 
MAC OS.: 10.2/10.3/10.4 
Linux kernel 2.4 & 2.6: V1.02 
FreeBSD: V1.38.2.7 
Diagnostic Utility: V15.0.0.498 

V9.00 

1. Support the following Operating Systems: 

Windows 7 x32/64 and Windows Server 2008 R2 x64(WHQL passed): 
v.11.22.3.2 

2. Support latest version of Microsoft OS: Windows Server 2008 
x32/64, XP x32/x64, Vista x32/x64 and 2003 x32/x64 to the 
latest version 11.22.3.2 

3. Update Linux driver for Fedora 11 & Ubuntu 9.04 

V8.00 

1. Support Windows Server 2008 x32/64 (WHQL passed):v.10.52.2.3 

2. Update Windows XP x32/x64, Vista x32/x64 and 2003 x32/x64 to 
the latest version 10.52.2.3 

V7.00 

Support the following Operating Systems: 

Windows Vista x32/x64: V9.15.2.3 (WHQL passed) 
Windows XP/2K/2003:V8.64.1.3 (WHQL passed) 
Windows XP 64bit/2003 64bit: V8.39.10.3 (WHQL passed) 
Windows Me:V.7.42.1.3 
Windows 98/98SE: V.7.42.1.3 
WinNT 4.0: V.7.42.1.3 
NetWare 4.20: V.8.11.2.3 
NetWare 5.0/6.0/6.5: V.8.14.3.3 
Linux: driver for kernel after 2.4.13/2.6.x:V.8.35.2.3 
FreeBSD5.3: V6.12.1.3 
FreeBSD 6.0: V.8.14.8.3 
DOS ODI: V.8.22.2.3 
NDIS2: V.8.22.2.3 
MAC After v10.2: V.6.12.1.3 
D-Link Control Program for Windows XP: 5.60.4.3 
D-Link Control Program for Windows XP x64 Editions: 6.15.3.3 
Client32: V.8.14.3.3 
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V6.00 

1. For US Bestbuy CD with driver version same as driver v5.00 
2. Support the following Operating Systems: 
Windows Vista x32/x64: V9.15.2.3 (WHQL passed) 
Windows XP/2K/2003:V8.64.1.3 (WHQL passed) 
Windows XP 64bit/2003 64bit: V8.39.10.3 (WHQL passed) 
Windows Me:V.7.42.1.3 
Windows 98/98SE: V.7.42.1.3 
WinNT 4.0: V.7.42.1.3 
NetWare 4.20: V.8.11.2.3 
NetWare 5.0/6.0/6.5: V.8.14.3.3 
Linux: driver for kernel after 2.4.13/2.6.x:V.8.35.2.3 
FreeBSD5.3: V6.12.1.3 
FreeBSD 6.0: V.8.14.8.3 
DOS ODI: V.8.22.2.3 
NDIS2: V.8.22.2.3 
MAC After v10.2: V.6.12.1.3 
D-Link Control Program for Windows XP: 5.60.4.3 
D-Link Control Program for Windows XP x64 Editions: 6.15.3.3 
Client32: V.8.14.3.3 
 

V5.00 

Support the following Operating Systems: 

NW: V8.11 
ODI.DOS:V8.11.1.3 
XP64:V8.31.1.3 
2K: V7.42.1.3 
Win9X:V7.42.1.3 
WinNT: 7.42.1.3 
NDIS2:8.11 
MAC: V6.12.1.3 
Linux: 6.23 
FreeBSD: 6.12.1.3 
Autorun: 4.8.01, Install: 9.50.98.0 
 

 

Problem Fixed: 

Driver 
Version 

Problems Fixed 

V11.10 N/A 

V11.02 N/A 

V11.01 N/A 

V10.00 N/A 

V9.00 N/A 

V8.00 N/A 
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V7.00 N/A 

V6.00 N/A 

V5.00 
 

N/A 

* D-Link tracking number is enclosed in () 

 

Known Issues: 

Driver 
Version 

Knows Issues Workaround 

V11.10 
The Diagnostics Utility does not 
support Windows 8 in this revision. 

It will be supported in the next release. 

V11.02 

When installing a Windows driver, a 
message pops up to remind that the 
driver only works with hardware 
version D1.  

Driver version 11.xx will be backward 
compatible to hardware D2 or new Dx 
versions. 
 

V11.01 N/A 
N/A 

V10.00 N/A 
N/A 

V9.00 N/A 
N/A 

V8.00 N/A 
N/A 

V7.00 N/A 
N/A 

V6.00 N/A 
N/A 

V5.00 
 

N/A 

N/A 

Related Documentation: 

- DGE-530T Quick Installation Guide 


