
ADSL/ATM Support
• ANST T1.413 issue 2
• ITU-T G.992.1 (G.dmt) and G.992.2 (G.lite)
• Discrete Multi-Tone (DMT) line encoding
• Rate Adaptive modem at 32 Kbps steps
• AAL ATM Attributes - AAL5
• Spectral compatibility with POTS
• F5 OAM Loopback/Send

Protocols Support
• RFC2364 PPP over ATM 
• RFC1483 Bridged Ethernet over ATM
• RFC1483 Routed IP over ATM
• RFC2516 PPP over Ethernet

Driver Support
• Windows®98 First Edition / Second Edition
• Windows®Millennium
• Windows®2000
• Windows®XP
• Mac O/S 8.6 and above

Security Support
• PAP/CHAP for Password Authentication Support 

User Friendly GUI

Aztech DSL206U ADSL USB Modem combines an 

"always on" high speed Asymmetric Digital Subscriber 

Line (ADSL) connection to the existing telephone line 

and a Universal Serial Bus (USB) connection to a host 

PC targeted for residential users.

Aztech DSL206U modem USB port allows simple and 

instant configuration free to the PC's USB port. Drivers 

installation is Plug & Play, hassle-free and user-

friendly. 
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Head Office : AZTECH SYSTEMS LTD. 31 Ubi Road 1, Aztech Building, S408694.
  Tel: (65) 6741-7211, Fax: (65) 6749-1198.

USA Office : AZTECH LABS, INC. 43264 Christy Street, Fremont, California, CA94538, USA.
  Tel: (1)(510) 683-9800, Fax: (1)(510) 683-9803.

Germany Office : AZTECH SYSTEMS GmbH. Kreuzberger Ring 21, 65205 Wiesbaden, Germany.
  Tel: (49)(0) 611 9748-450, Fax: (49)(0) 611 9748-455.

Hong Kong Office : AZTECH SYSTEMS (H.K) Ltd. Rooms 2-10, 3rd Floor, No.1 Science Park East Avenue, Hong Kong Science Park,
 Pat Shek Kok, Shatin, New Territories, Hong Kong.
  Tel: (852) 2757-1177, Fax: (852) 2753-0578.

Malaysia Office : AZ-TECHNOLOGY SDN BHD. 59B 2nd Floor, Jalan SS 25/2, 47301, Petaling Jaya, Selangor, Malaysia.
  Tel: (02)(03) 7804-8450, Fax: (02)(03) 7804-8457.

Specs is subjected to change without prior notice.
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